
LG-X BSP ADAPTER KIT
LG-X NPT to BSP Adapter Kits

AXI’s patented Magnetic Fuel Conditioners come standard with NPT threads. Now with the LG-X BSP Adapter Kit you are able 
to convert your LG-X’s NPT female threads to BSP female threads instantly.

LG-X BSP SPECIFICATIONS 200 500 1500 3000

LG-X BSP ADAPTER KIT:

1.239.690.9589
AXI.International AXInternational AXIFuel AXIFuel1.877.425.4239  Toll Free
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LG-X Dimensions (H x W x L)
Port Size (NPT)

LG-X with Adapter (H x W x L)

2.97” x 2.97” x 1.08”
1/4”

3.96” x 3.95” x 1.53”
1/2”

4.96” x 4.95” x 2.10”
3/4” 1”

BSP Female to NPT Male
Includes Two Each
Zinc Plated Steel

2.97” x 4.99” x 1.08” 3.96” x 6.57” x 1.53” 4.96” x 8.03” x 2.10” 5.94” x 9.20” x 2.84”

5.94” x 5.94” x 2.84”

Threads Per Inch 18 14 14 11

Diesel, biofuels, kerosene, gasoline, hydraulic fluid, and oil 
are inherently unstable organic hydrocarbon fluids that  
naturally break down. The resulting sediments, acids and 
tank sludge clog filter elements and corrode injection 
systems.


